
SERBATOIO HUSQUARNA FC 12 L  
FUEL TANK HUSQUARNA FC 12 L - 3,1 GAL 
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A - (1pcs)

1 - Empty any remaining fuel from original fuel tank. 
Remove the seat, side panels and radiator scoops. 
Remove the screws (B) that �xing seat, radiator scoops 
and tank (G).  
1 - Svuotare completamente la benzina dal serbatoio 
originale. Smontare la sella, i �anchetti e gli spoiler
radiatore. Togliere le  viti (B) �ssaggio sella e spoiler.
Togliere la vite serbatoio (G).  

2 - Disconnect the fuel pump cover cable and the fuel 
connector as indicated in the diagram. Remove the 
original tank.  
2 - Sconnettere il cavo alimentazione della pompa.
Scollegare connettore benzina. Togliere il serbatoio
originale.  

F G

3 - Remove the pump (E) and the fasteners (D/F) from the 
original tank.  
3 - Rimuovere la pompa (E) e le utenze (D/F) dal serbatoio 
originale.  

 

E - (1 pcs) F  -  (1 pc s) G  -  (1 pc s) 

 
C -(4 pcs) (1 pcs)D -B - (4 pcs)
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4 - Assemble the pump (E) and the fasteners (D/F) on the 
Acerbis fuel tank. 
4 - Sul serbatoio Acerbis, rimontare la pompa (E) e le utenze
(D/F). 

Torque spec:
3,0 N/m
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ACERBIS PART O.E.M ITEMS TO USE
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SERBATOIO HUSQUARNA FC 12 L  
FUEL TANK HUSQUARNA FC 12 L - 3,17 GAL 
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5 - Place the Acerbis fuel tank (A) on the bike. Insert the 
tank (G), seat (B) and radiator scoops screws as indicated 
in the diagram.  
5 - Montare il  serbatoio Acerbis sulla moto. Riavvitare la vite 
(G). Riavvitare le  viti (B) della sella e degli spoiler.  

Torque spec:
3,0 N/m
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6 - Reconnect the fuel pump power cable and the fuel 
connector. Assemble the radiator scoops, side panels and 
seat.
6 - Riconnettere il cavo di alimentazione pompa, e il connettore
benzina. Rimontare i �anchetti, gli spoiler e la sella.

7 - Attach the HUSQVARNA fuel line to the Acerbis tank (A) 
as indicated in the diagram. Makesure the fuel line isn’t folded over, 
obstructing the fuel �ow. 

7 - ATTENZIONE: dettaglio montaggio tubo/pompa.
Fissare il tubo pompa come indicato. Fare attenzione 
che il tubo piegandosi non crei strozzature. 


